Technical specifications
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One?

Width
Depth
Height
Weight

Keyboard

Sound generator

Sampling

Sample resolution

Digital-to-analog conversion (DAC)

Maximum polyphony

Pedal voices
Manual | voices
Manual Il voices

Orchestral voices
Memory pistons

Keyboard mode
Touch sensitivity
Reverb

Tremulant
Temperaments
Master-Equalizer
Master-tuning
Transposer

Chord Enhancer

Controls

Audio player

Audio recorder

Dimensions:

1116 mm
335 mm
130 mm
14 kg

76 keys, touch-sensitive

T2L: Sampling & Modelling Technology

XXL wave size, holophonic recording up to 15 seconds on
lower piano notes

24 bit linear - 48 KHz (Internal processing and DSP at 32 bit
floating)

24 bit lineair - 48 kHz, dynamic range, S/N:106dB

Unlimited with 320 oscillators
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8 x 4 sets beneath the keyboard, Save and load via USB

3 parts (Manual |, Manual |l, Pedal)
4 types and fixed

7 types

6 types

7 types + Oriental scale

Tone control

7 historical presets and fine-tuning
+6/-6 semitones

Balance, Volume, Reverb, Fine-Tuning, Audio In Volume,
Tone control/Volume

.wavy, .aiff, .mp3, all formats, frequencies and bit rates

.wav (48 kHz, 32-bit floating) on USB stick
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Audio output Outputs (L/Mono, R)
Headphones 2 :1x 1/4-inch-jack, 1 x mini-jack

Expression Pedal
Pedals Damper Pedal (Sustain)
Crescendo Pedal

MIDI In, Out, Thru

USB To Host (MIDI), to device (storage)
Aux in 1jack (stereo-mini-jack)

Wireless Bluetooth

Speakers 2 fullrange speakers, diameter 8,9 cm (3,5 inches)
Rated output power 35Wx2max @ THD+N <0,1%

Volume (SPL) 108,1 dB max

USB Power Port For connecting USB LED lamp

Power consumption Average 14W; Maximum 35W; Standby <0.3W

Sound
o excellence




